
When DPD lamp flashes (one time in one 
second) on the cluster, perform Operator 
Regeneration

When DPD lamp flashes faster (Three times 
in one second), perform Operator Regenera-
tion immediately, to avoid breakdown.

ON YOUR BS 6 VEHICLE
IMP ORTANT NOT E-ABOUT ADBLUE

IMP ORTANT INFORMAT ION 

For more information

Refer Owner’s Manual provided with the vehicle
for info on Engine oil, DPD & Operator Regeneration in 
“IMPORTANT INFORMATION” section, “CONTROLS AND 
INSTRUMENTS” section & “SERVICE AND MAINTENANCE” 
section or contact Isuzu Dealer.

Always use BS6 Fuel only.

Always use Isuzu recommended filters, oils & coolant.

This vehicle is equipped with Diesel Particulate Diffuser
(DPD) that purifies Particulate Matter (PM) in Exhaust Gases.

During driving at speeds above 70 Kms/hr. the DPD automatically
regenerates (burns PM) as and when the PM has reached a predetermined level.

It is necessary to perform “Operator Regeneration” in case the DPD Operator 
Regeneration light flashes.

Drive at a constant speed of more than 70Kms/hr. 

In cold ambient condition, drive in 4th Gear for quicker regeneration.

When regeneration starts, DPD lamp will be continuously ON.

When the DPD lamp switches OFF, regeneration is complete.

Operator regeneration is usually completed within approximately 15 minutes.

Operator regeneration time may differ, depending on outside temperature, coolant 
temperature & driving.

OPERATOR REGENARATION STEPS

Regeneration will continue even when stopped in traffic signal (with engine ON).
Variation in Engine RPM and smoke during regeneration during vehicle stationary 
is normal.

If             or            lamp is ON along with           lamp, do not attempt regeneration 
and get the vehicle inspected at Isuzu Dealer immediately.

AdBlue is a chemical fluid used in diesel vehicles with Selective Catalytic Reduction 
(SCR) technology to reduce harmful gases being released into the atmosphere. AdBlue 
contains 32.5% solution of high-purity, synthetically manufactured urea in de-mineralized 
water. It is a safe-to-use fluid.

 Pure form of Urea is diluted by deionized water (water free from any kind of dissolved 
 minerals).

AdBlue warning light comes “ON”           when the level decreases, Vehicle can be 
driven upto 2400 kms after the indication light displayed in the cluster.

While refilling or topping up, kindly switch off the vehicle and wait for 5 minutes 
before adding the AdBlue. Park the vehicle on a flat location when refilling AdBlue.

Adding any other liquids other than AdBlue may result in malfunctioning of the 
SCR System.

Replace the AdBlue if the vehicle is not used for more than 1 year.

Vehicle will not start in case of zero AdBlue level. Engine can be restarted by 
adding approximately 5 litres of AdBlue.

Kindly store the AdBlue away from the sunlight.

AdBlue

Please Note


